








Let your Mercedes-Benz car be waiting for you at any sea-or airport!

This is what the Mercedes-Benz tourist-plan has to offer to you:

Out of the remarkable range of Mercedes-Benz' excellent models

ensed and provided with a carnet de passage - will be waiting to

you choose the one you like best; you pay for it in your heme currency,

and the car - lic

meet you at any point of arrival in Europe!

Driving through the old countries in your own Mercedes-Benz gives you
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that will make your visit to Europe

a feeling of pleasure and delight '%MTI[ .

a Full success. At the end of the tour you take your Mercedes-Benz car

e -

home with you as a real souvenir which you will be proud of for years! m

Ask your nearest Mercedes-Benz dealer for detailed information or just write

for booklet No, 603 to: Daimler-Benz A. G., Export-Division,

StuhgqrhUnierﬂirkheim, Germany.
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Figure M 45/3

4. Remave the snap ring in front of the front
grooved ball-bearing and drive the water
pump shaft 15 to 20mm (= 0.59 to 0.79"')
into the bearing housing with a plastic
hammer. Then knock it back again. This will
press the front grooved ball-bearing out of
the bearing housing.

Now insert a "U" plate between the ball-
bearing and the bearing housing and drive
the sheft into the housing until the ball-

bearing can be taken off the shaft (Fi
) (Figure

Take off the separating shim, remove the

rear snap ring and drive the wat
shaft right out, Bl

Figure M 45/4

\l-bearing and
the rear grooved ball-E .
i ﬁ?::tm seal out of the pearing housing.

using a suitable drift.

4. Use a svitable sleeve to press the wo::::'

F pump seal (slip ring, seal, nompressi
spring, etc.) jogether, and take snap ring
out of impeller. Then remove the parts from
the shaft Figure M 45/6).
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Figure M 45/6
7. Force the water pump shaft out of the im-

peller, using Forcing Sleeve with Drift
187 589 01 35 (Figure M 45/7).
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Clean and examine all parts. The shaft and
the ball-bearing in particular should be
examined for signs for wear. -

The slip ring, the seals, and the snapri
should always be replaced. 4

Assembly of Water Pump: b |

9. Force the water pump shaft info the in

peller so that the end sk
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